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Features
• �Low-Cost Universal D/A Conversion
• �Two Separate Channels
• �SD-SDI Inputs, Re-clocked Loop-thru SDI 

outputs
• �CH 1 outputs Component or Composite
• �CH 2 outputs Composite or Y

The RD5CE is a low-cost, dual-channel, universal video D/A converter. 
The RD5CE supports 2 completely separate channels of SD-SDI to analog 
conversion. Channel 1 can output component or composite analog 
video including YPbPr (SMPTE, EBU-N10), Betacam, RGB, composite or YC 
(S-Video). Channel 2 can output composite or Y. Both SDI inputs have a 
re-clocked SDI loop-thru output. 

RD5CE Two Channel SD-SDI to Component/ 
Composite Analog Converter

Specifications
Inputs:	  
• �2 Channels SD-SDI (SMPTE 259M)  • 2 

x BNC
Outputs:	  
• �CH 1 Output:  YPbPr-SMPTE • EBU-N10  

• Betacam • RGB • NTSC/PAL • Y/C 
(S-Video) • 3 x BNC • CH 2 Output: 
NTSC/PAL • Y •  1xBNC • SDI Looping 
Output  • 2 x BNC

User Controls:	  
• �Dipswitch (Separate control for each 

channel) • Video Format • Pedestal • 
H/V Blanking

Frequency Response: 
• �+/- .25dB to 5 Mhz Y • +/- .25dB to 2.5 

MHz C (component) • +/- .25dB to 1.3 
MHz C (composite)  • <1.5% Differential 
Gain • <1.5 Degree Differential Phase

Size:	  
• �Fits AJA R-Series Frames • Compatible 

with Leitch 6800 Series Frames
Power:	  
• 7.5 watts

Features
• Universal Monitoring SD-SDI DA
• SD-SDI Input
• 4 Re-clocked SD-SDI Outputs
• �4 Component/Composite Analog 

Outputs
• �YPbPr, Betacam, or RGB Component 

Formats
• 10-bit to 8-bit Dithering 
• PLL Jitter Filter
• Built-in Test Pattern

R5CE 1x4 SD-SDI DA and Component/ 
Composite Analog Converter

The R5CE is a SD-SDI distribution amplifier and universal monitoring 
D/A converter. The R5CE provides four equalized and re-clocked SDI 
outputs along with four analog monitoring outputs. The four analog 
outputs can be configured to a wide variety of formats including NTSC/
PAL, Y/C (S-Video), YPbPr (SMPTE, EBU-N10), Betacam or RGB. A PLL jitter 
filter/memory reduces the effects of SDI jitter on the analog outputs. 
An exclusive feature of the R5CE is a 10- to 8-bit dithering circuit which 
removes contouring in the analog outputs. Additionally, the R5CE 
features user selectable pedestal and H&V blanking. 

Specifications
Input:	  
• SD-SDI (SMPTE 259M •  BNC
Outputs:	  
• �SD-SDI (SMPTE 259M • 4 x BNC • 

Re-Clocked • Equalized • NTSC/PAL 
Analog • 1 x BNC • YPbPr – SMPTE • 
EBU-N10  
• Betacam • RGB • or 3 x NTSC/PAL • or 1 
NTSC/PAL and Y/C (S Video) 3 x BNC  
• Jitter Filtering to 2.5 Hz

User Controls:	  
• �(External Dipswitch) • Video Format  

• Pedestal • H/V Blanking • 
Frequency Response:	  
• +/- .25 dB to 5 MHz
Size:	  
• �Fits AJA R-Series Frames • Compatible 

with Leitch 6800 Series Frames
Power:	  
• 6 watts
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R44E Four Channel SD-SDI to Composite 
Analog Converter 

The AJA Video R44E provides four composite analog monitoring outputs from four separate SD-SDI inputs. Each 
channel has a separate D/A converter with a 10-bit DAC and 8-bit broadcast encoding. Values below black and above 
white are not clipped. Each channel has a test pattern generator with separate user selectable blanking controls. The 
R44E also features automatic NTSC or PAL configuration. 

Specifications
Input:  	
• �2 Separate SD-SDI (SMPTE 259M) • BNC 

• 143 • 177 • 270 • 360 Mb • auto select
Outputs:  	  
• �Ch 1: 4 SDI (SMPTE 259M) • Ch 2: 3 SDI 

(SMPTE 259M) • Re-Clocked • Equalized
Size:         	  
•� �Fits AJA R-Series Frames • Compatible 

with Leitch 6800 Series Frames
Power:	  
• 3 Watts

RD20DA Dual Channel SD-SDI Distribution Amplifier 

The RD20DA is a multi-standard, 2-channel, 1x4 and 1x3 SD-SDI Distribution Amplifier. The SDI input is re-clocked 
and equalized to 300 meters of cable.  In addition, the multi-standard feature allows the RD20DA to automatically 
adapt to 143, 177, 270, or 360 Mb SDI inputs. 

Features
• ��2 Channel Re-Clocking, Equalizing SDI 

Distribution Amplifier
• ��2 Separate SDI Inputs, 
• ��1x3, 1x4 SDI Outputs
• ��Multi-Standard: 143/177/270/360 M2 

Features
• �4 Channel SD-SDI to NTSC/PAL 

Converter
• �4 Separate SD-SDI Inputs
• �4 Separate Composite Analog Outputs
• �Built In Test Pattern
• �Configurable Pedestal
• �R44E allows 40 Channels of Conversion 

in 2 RU

Specifications
Inputs:	  
• �4 CH SD-SDI (SMPTE 259M) Inputs • 4 x BNC
Outputs: 	  
• 4 NTSC/PAL, 4 x BNC
User Controls:	  
• �Dipswitch (Separate control for each channel)  

• Composite/Y • Pedestal • H/V Blanking
Frequency Response:	  
• +/- .25 dB to 5 MHz
Size:	  
• �Fits AJA R-Series Frames • Compatible 

with Leitch 6800 Series Frames
Power:	
• 8 watts
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Features
• �Parallel to Serial, Serial to Parallel Video 

Conversion
• Multi-Format, Multi-Standard
• �Auto Configuration To Component/

Composite, 525- or 526-line
• �Dither Mode For Proper 10-bit To 8-Bit 

Conversion
• �Ancillary Data Filter Blocks, Audio/

Unwanted Data
• �Crystal PLL Jitter Filter Available
• �Wide Range of Models Available

Specifications
Serial Interface:	  
• �SMPTE 259M-A, B, C • Serial I/O • BNC
Parallel Interface:	 
• �SMPTE 125M (4:2:2) • SMPTE 244(4fsc 

NTSC) • EBU Tech 3246/3276 (4:2:2)  
• OEC 60B 170/6 (4fsc PAL) • Parallel I/O 
• D-Connectors

Return Loss:	  
• �>15dB, 5-270Mhz
Frequency Response: 
• �+/- .25dB to 5 Mhz Y • +/- .25dB to 2.5 

MHz C (component) • +/- .25dB to 1.3 
MHz C (composite)  • <1.5% Differential 
Gain • <1.5 Degree Differential Phase

Cable EQ:	  
• �0-300 meters • Belden 8281 typical
Power:	  
• 7.5 watts
Size:	  
•4”x 2.25”x.65” (102mm x 57 mm x 16.5mm)

C-Series Converters

C-Series Power Supplies 

C10WP
The C10WP is a miniature high quality switching power supply for AJA’s 
C-Series products. Custom manufactured for AJA, the C10WP is so small 
it does not cover the adjacent socket in power strips. With a 2x power 
over-rating and a latching connector, the C10WP meets the high reliability 
requirements of the professional video industry. 

C10WP-U
The C10P-U is an in-line universal input version which can accept a power cord 
anywhere in the world.

Specifications
• 100-240v, 50/60Hz Universal input
• 5 volt regulated output
• 7.5 watt capacity
• Latching output connector

Specifications
• �100-240v, 50/60Hz Universal input
• �5 volt regulated output

The C-Series converter products are designed to efficiently adapt 8-bit or 
10-bit parallel digital video equipment to serial digital interfaces or serial 
digital interfaces to parallel digital interfaces. . The C-Series converters 
attach directly to the “D” connectors of parallel equipmentor BNC 
connector for serial equipment – eliminating  the need for expensive and 
unreliable parallel Digital cables. At only .65 inches (16.5mm) wide, the C10 
converters can fit on even the highest density parallel serial equipment. A 
wide range of C-Series products are available for any budget, from single-
format only to multi-format with auto configuration and crystal PLL jitter 
filter. Requires power supply (C10WP or C10WP-U, below).  Note: The C 
series converters do not cross formats from Component to Composite 
Digital or Composite Digital to Component Digital.
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For more information please visit:
www.aja.com
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AJA Video Systems Inc.
Grass Valley, California

www.aja.com • sales@aja.com • support@aja.com
B e c a u s e  i t  m a t t e r s .

Incredible 5 Year Warranty 
All AJA Video Converters carry a 5-year warranty from 
the date of purchase against defects in material and 
workmanship. AJA Video, at its option, will repair or 
replace each defective product with a similar or better 
product. This warranty shall be limited to defects which 
were not caused by misuse, abuse, improper handling, 
tampering or attempts to repair by any unauthorized 
repair service. This warranty is limited solely to the above 
and only for the period set forth. The manufacturer 
will not be liable for any loss or damage incidental or 
consequential of any kind, whether based on warranty, 
contract or negligence arising in connection with the sale, 
use or repair of the product. The manufacturer’s maximum 
liability shall not in any case exceed the sale price. 

About AJA Video Systems, Inc. 
Since 1993, AJA Video has been a leading manufacturer 
of video interface and conversion solutions, bringing 
high-quality, cost-effective digital video products to the 
professional broadcast and post-production markets. AJA 
offers the Io, KONA and XENA desktop video products, 
miniature stand-alone converters, and a complete line of 
rack mount interface and conversion cards and frames. 
With a headquarters and design center located in Grass 
Valley, California, AJA Video offers its products through an 
extensive sales channel of dealers and systems integrators 
around the world. For further information, please see our 
website at www.aja.com 




